VWhole-House

® Rugged
o Reliable
o [ffective

Carbon Filtration System

RainSoft Whole-House Carbon Filtration Systems
are designed to help solve special water
treatment problems, and are built for long life
and trouble-free operation. Effectively reduces

aesthetic chlorine taste and odor.
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Filtration System Features

Tank-Within-A-Tank Construction
Rugged tank is wound with miles of glass
filament for extraordinary strength. Inside
there's another tank of sanitary plastic so
your drinking water will never fouch the
inferior fiberglass surface.

Downflow Model Ffilters out sediment as
well as removing unwanted fastes and odors.

Choice of Filter Media

HYSULEX™ s a highly activated
carbon with acres and acres of
surface area to adsorb bad tastes
and odors in your water. A more
porous material than regular carbon,
with a highly developed internal
surface areq, it provides a greater capacity for
adsorption. Manufoctured to be cleaner, stronger and
harder than the industry standard.

SUPER HYSULEX™ Utilizes silver impregnated
carbon, a more porous material than regular

carbon; these carbons have highly developed
infernal surface areas, providing greater capacity for
adsorpfion. Manufactured fo be cleaner, stronger and
harder than industry standard carbons.

NOTE: Tank size and local water pressure will affect the unit's operating flow rate

CALIFORNIA RESIDENTS ONLY
Please note that your sfate certification information
for this product is described on the back of the sheet.



The following is a partial list of Organic Contaminants
reduced by the RainSoft Whole-House Carbon Filtration

System:

Organic Contaminants
VOCs
Alachlor

Atrazine

Benzene

Carbofuran

Carbon Tetrachloride
Chlorobenzene
Chloropicrin

24D

DBCP
o-Dichlorobenzene
p-Dichlorobenzene
1,2-Dichloroethane
1,1-Dichloroethylene
cis-1,2-Dichloroethylene

trans-1,2-Dichloroethylene

1,2-Dichloropropane

cis-1,3-Dichloropropylene

Dinoseb

Endrin

Ethylbenzene

EDB

Haloacetonitriles (HAN)

Bromochloroacetonitrile

Dibromoacetonitrile
Dichloroacetonitrile
Trichloroacefonitrile

Haloketones (HK)
1,1-Dichloro-2-Propanone
1,1,1-Trichloro-2-Propanone

Heptachlor

Heptachlor Epoxide

Hexachlorobutadiene

Hexachlorocyclopentadiene

Lindane

Methoxychlor

Pentachlorophenol

Simazine

Styrene

11,2, 2-Tetrachloroethane

Tetrachloroethylene

Toluene

2,4,57TP (Silvex)

Tribromoacetic Acid

1,2, 4Trichlorobenzene

1,1,1-Trichloroethane

1,1,2-Trichloroethane

Trichloroethylene

Trihalomethanes (THMs)
Bromodichloromethane
Bromoform
Chloroform

Chlorodibromomethane

Xylenes

Do not use with water that is microbiologically unsafe or
of unknown quality, without adequate disinfection before
or affer the systfem. See Performance Data Sheet for

actual reduction limitations.

Application Limitations

Water to be filtered should be free of oil and suspended
matter, and relatively free of iron and turbidity for
maximum service life in faste and odor removal. Actual
results may vary based on local water conditions.

Maintenance Requirements

Filtlering media will eventually become exhausted or
consumed and need replacement. Replacement schedule
will depend on incoming water quality and amount of
water used. Your local RainSoft dealer can provide you
with the recommended replacement schedule for your
particular application.

CALIFORNIA RESIDENTS: Water treatment devices sold to retail consumers in California
accompanied by cerfain health claims must be certified by the California Department of
Public Health. The following models are certified by the State of California’s Department
of Public Health:

® QRS 844 H (Certificate 07-1884)

® QRS 1044 H (Certificate 07-1885)
All other models are not certified by the State of California for the purpose of mok'\ng
health claims.
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The RainSoft QRS Models with Hysulex media have been tested and certified by the WQA to
NSF/ANSI Standards 42 & 53 for the spec'\fic performonce claims as verified and substantiated
by test data. Refer fo the manufacturer's Performance Data Sheet for specific claims and
certifications. RainSoft Model QRS H Series has earned the Good Housekeeping Seal.

Benefits will be provided by various types of RainSoft equipment when installed and operated
according to manufacturer’s recommendations. Operational, maintenance and rep\ocemem
requirements are essential for the produd fo perform as advertised. All claims based on best
available information at time of printing. Manufacturer makes no representations as to the
suitability of this equipment for a particular application. Buyer relies entirely on dealer's
recommendations in the purchase of this equipment. Independent RainSoft dealers may include,
together with your RainSoft product, a product or component that is not manufactured by
RainSoft or their parent company, AWTP, LLC. Any non-RainSoft product may be covered by the
manufacturer of that product, and is not covered by the RainSoft warranty. AWTP, LLC does not
warrant that your RainSoft produd and the non-RainSoft product will perform proper|y when used
together, and assumes no liability therefore.
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